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ENGLISH 
Congratulations to the purchase of this Beamz product. Please read this manual thoroughly prior to using the product in order to 
benefit fully from all features. 
 

Read the manual prior to using the product. Follow the instructions in order not to invalidate the warranty. Take all precautions 
to avoid fire and/or electrical shock. Repairs must only be carried out by a qualified technician in order to avoid electrica
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REAR VIEW
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1.0 OPERATION GUIDE 
GENERAL 
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OPERATION 
3.0 MANUAL MODE 
The manual mode allows direct control of all fixture. You are able to move them and change attributes by using the channel 
faders. 
 
1) Press the AUTO DEL button repeatedly until the 
MANUAL LED is lit. 
 
2) Select a FIXTURE button. 
 
3) Move faders to change fixture attributes. TAPSYNC 
DISPLAY button: Press to toggle the output indicator on 
the LED display between DMX values (0-255) and 
percentage (0-100) 

Note: All changes made while in Manual Mode are 
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4.4 EDIT CHASE (COPY BANK INTO CHASE) 
1) Press and hold the PROGRAM button to enter 
programming mode. 
 
2) Press the desirhedCHASE button. 
 
3) Select the BANK 
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INSTRUCCIONES DE DES
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VISTA TRASERA 
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15. Botones Chase (1
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5) Presione BLACKOUT y TAP SYNC DISPLAY para 
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5.0 PROGRAMACIÓN DE ESCEN
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Nota: En el modo Auto, los programas se activarán 
mediante el tiempo de atenuación y velocidad de los 
controladores configurado en los faders. 

Las múltiples persecuciones seleccionadas se realizarán 
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FRANÇAIS 
Nous vous remercions d’avoir acheté un appareil Beamz. Veuillez lire la présente notice avant l’utilisation afin de pouvoir en 
profiter pleinement. 
 
Veuillez lire la 
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DEBALLAGE 
ATTENTION ! Immédiatement après réception, vérifiez le contenu du carton et assurez-
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3.2 CREER UNE SCENE 
Une scène est un état statique ; les scènes sont mémorisées dans des banques ; il y a 30 banques de mémoires dans le 
contrôleur, chaque banque peut contenir 8 mémoires de scènes. Le contrôleur peut sauvegarder 240 scènes en tout. 
 
1) Appuyez sur la touche PROGRAM jusqu'à ce que la 
LED clignote. 
 
2) Mettez les faders SPEED 
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4.0 PROGRAMMATION D'
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